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1. PRE-STRIKE PHOTOGRAPHY OF - 29X
|:|REVEALS A PROBAELE RADAR SITE SURROUNDED BY A HEXAGONAL TOWER-LIKE 25X

STRUCTURE IN THE SOUTH-CENTRAL PORTION OF ILE BACH LONG VI (ISLAND).
THIS STRUCTURE IS SITUATED ON A BUNKERED CONCRETE BUILDING. LOCATED

IMMEDIATELY NORTH OF THE PROBABLE RADAR SITE IS A WEATHER STATTON

' BULLDING WITH RADIOSONDE ANTENNA AND A SMALL BUILDING WITH PROBABLE

OMNI-DIRECTIONAL ANTENNA. A BARRACKS/SUPPORT AREA IN THE CEH\TTRAI_:.
PORTION OF THE ISLAND CONSISTS OF THE FOLLOV:IING: SIX BARRACKS-TYPE
BUILDINGS, ONE ADMINISTRATION BUILDING, TWO SUPPORT AND SIX MISCﬁLLANEOUS
.BUILDINGS WITH TWO ADDITTIONAL BUILDINGS UNDER CONSTRUCTION. A TRENCH
SYSTEM WITH ‘NUMEROUS FIRING BAYS AND AW POSITIONS ENCIRCLES THE ENTIRE
ELEVATED PORTION OF THE ISLAND. TEN BUNKERED BUILDINGS ARE DISPERSED

ALONG THIS TRENCH SYSTEM.

2. POST-STRIKE PHOTOGRAPHY OF 25X

REVEALS THE PROBABLE RADAR AND TOWER-LIKE STRUCTURE TO RE 25X

DESTROYED AND THE SMALL WEATHER STATION BUILDINGS TO HAVE SUSTAINED
DAMAGE. THE CONCRETE BUNKER AND THE WEATHER STATION INSTRUMENTATION
YARD APPEAR TO BE UNDAMAGED. DAMAGE TO THE BARRACKS/SUPPORT AREA IS AS
FOLLOWS:

BUILDINGS { DAMAGE AS OF UNDAMAGED
| - 25X

6 BARRACKS-TYFPE 2 DESTROYED

These notes have been prepored for briefing purposes only and should not be used for detoiled analytical work,
Their use should be restricted to the porticular briefing board(s) they were prepared for and must be considered valid
only for the reporting period as indicated by the date of issue.
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D 'UNDAMAGED

1 ADMINISTRATION
2 SUPPORT
6 MISCELLANEOUS

2 u/c

3 HEAVILX" DAMAGED .
1 LIGHTLY DAMAGED -
1 LIGHTLY DAMAGED

2 MODERATELY DAMAGED
6 MODERATELY DAMAGED

2 HEAVILY DAMAGED

%

AT LEAST TWO BUNKERED BUILDINGS ALONG THE TRENCH SYSTEM WERE HEAVILY

DAMAGED, NUMEROUS BOMB CR.A‘I'ERS ARE OBSERVED THROUGHOUT THE AREA.

3. STRIKE DATA REPORTS THAT THE ILE BACH LONG VI RADAR WAS

STRUCK BY 32 US NAVY ATRCRAFT SUPPORTED BY 25 OTHER NAVY FLAK

. SUPPRESSION, CAP AND BDA ATRCRAFT.

ORDNANCE EXPENDED CONSISTED OF

250 LB. GENERAL PURPOSE BOMBS, 500 LB. GENERAL PURPOSE BOMBS, 1,000

LB, GENERAL PURPOSE BOMBS, 2.75 ROCKETS, CBU, NAPAIM, AND ZUNIS.

L, AREA HAS BEEN COVERED BY PREVIOUS COLD TALE, IUCKY

DRAGON, AND LAZY DAISY PHOTOGRAPHY.

These notes have been prepared for briefing purposes only ond shouid not be used for detailed onalytical work.
Their use should be restricted to the particular briefing board(s) they were prepared for and must be considered valid
only for the reporting period as indicated by the date of issue.
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